


; DF PRESSURE TREATED PLYWOOD ROOF 
IG W/lOd @ 6" O.C. TO ALL CONTACTS 


.ETWEEN TRUSSES W/SIMPSON L50 EA . BLOCK 


SSES @ 24" O.C. W/EXTENDED 2x6 TOP 


LB ASPHALT FELT 


AND CEILINGS TO BE 1/2 


2xBLKG BETWEEN TRUSSES 
TO PLATE 


ROOF TRUSSES @ 24" O.C. W/EXTENDED 2x6 TOP 
CHORD TO FASCIA. TRUSSES SUPPORTED BY HANG! 
OFF WALLS. PROVIDE 2xBLOCKING TYPICAL WHER 
NO HEADER OCCURS. 


SEE DETAIL 2/14 FOR FASCIA & SOFFIT DETAIL; 


LB ASHPALT FELT 


CEDAR CEILING FINISH. (SEE SPECS.) APPLIED 
OVER GYPSUM BOARD 


3/4 " P.&T.S. DF T&G PLYWOOD SUBFLOOR GLUE 
CONTACTS 


GYPSUM BOARD AT WALLS AND CEILINGS TO BE 1 
UNLESS TRUSS/JOIST SPECING IS 24"OC, THEN 
5/8" GYPSUM BOARD WILL BE REQUIRED. 


2x6 PRESSURE TREATED PLATE W/ANCHOR BOLTS 
SEE STR . NOTES , SH . 5 


2x6 STD OR BETTER DF STUDS @ 16 "O.C 


ALL GIRDERS , POSTS, FLOOR, 
PLATES, ETC. BELOW THE FIRS 
SH mTWTW^UR^^ 


CONCRETE BLOCK GROUT AL! 
" OC VERT & HORIZ TYPIC 


1/2" CDX PRESSURE TREATED PLYWOOD W/8d @ 
6 " 0 . C . @ EDGES & 8" O.C. IN FIELD 


SEE DETAIL 2/15 THIS SECTION 


1x10 CLEAR KILN DRY RWD BEVEL. SIDING APPLIED 
W/EPOXY COATED STAINLESS STEEL NAILS OVER 15 
LB ASHPALT FELT 


26 GA G.I. FLASHING EXTENDS 12" UP UNDER 
SIDING AND 12" INTO MEMBRANE WATERPROOFING 
ALL AROUND EVERY SIDE OF ROOF DECK. 


ROOF DECK CONSISTS OF CERAMIC TILE GROUTED 
WITH "LATACRETE" EPOXY WATERPROOFING SYSTEM 
9235 OVER MORTAR BED (SLOPE TO DRAINS), OVER 
" LM6 0 " WATERPROOFING APPLIED TO 3/4" PRESSURE 
TREATED PLYWOOD SUBFLOOR. 


3/4" P.&T.S. DF T&G PLYWOOD SUBFLOOR GLUE ALL 
CONTACTS 


16" FLOOR TRUSSES @ 24"OC, DEPRESS TO 13" AT / 
CERAMIC TILE DECK 


CONTACTS 


TOP CAP CONSISTS OF 2x TOP WITH 2x6 AT EACH - 
FACE, ALL CLEAR AIR DRY REDWOOD. NOTCH INSIDE 
2x6 TO RECEIVE SIDING. 


ICAL WHEN PARALELL 


4x10 UNDER STUD WALLS 
TO FLOOR JOISTS 


26 GA G.I. FLASHING EXTENDS OVER TOP OF STUD, 
WALL AND 6" OVER ROOFING AND 8" DOWN OVER 15# 
FELT INSIDE SURFACE ON DECK SIDE. 


NOTES, SH. 5 


ALL GIRDERS, POSTS, FLOOR, JOISTS, STUDS, 
PLATES, ETC. BELOW THE FIRST FLOOR SUBFLOOR 
SHALL BE PRESSURE TREATED 


2x8 LEDGER DF#1 WITH 4-20d TO EACH STUD 
SHAPE TO RECEIVE PLYWOOD ROOF SHEATHING 

SIMPSON LU2 8 EACH JOIST TO LEDGER 


8 "CONCRETE BLOCK GROUT ALL CELLS, #4 BARS @ 
24" OC VERT & HORIZ TYPICAL 


SIMPSON HD2A @ 4'-0"OC FROM TRUSS BELOW UP TO 
STUD WALL 


TYPICAL FOOTING 16" WIDE BY 8" DEEP CONCRETE 
W/2-# 4 BARS - 


1/2" CDX PRESSURE TREATED PLYWOOD SHEATHING "" 
W/8d @ 6"OC EDGES & 8"OC IN FIELD 

1x10 CLEAR KILN DRY RWD BEVEL. SIDING APPLIED 
W/EPOXY COATED STAINLESS STEEL NAILS OVER 15 
LB ASHPALT FELT 


»R SIMILAR MATERIALS 


W/SIMPSON H 2.5 @ EACH 


6" CERAMIC TILE BASE RUNS AROUND ENTIRE 
PERIMETER OF CERAMIC TILE ROOF DECK. 
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